U811 USB Charger

Instruction Manual
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Charging Time* (Fig 5)
. . . . ] Slide Switch
Size Capacity (mAh/series) Charging Time (hrs) Position

GP AA Equal or lower than 1300mAh 6 Lo

NiMH AAA Equal or lower than 700mAh
AA Above 1300mAh
12 Hi
AAA Above 700mAh

* Charging time based on 1A USB adaptor, exact charging time will be subjected to the power rating of the USB adaptor

Specifications LED Indications
Input Rating Output Rating Condition LED Indicator
Total number of channels : 4 Charging in Progress Green (Flashing)
DC 5.0V / 1.0A | Perchannel charging :
2xAA-DC2.8V 250mA average f
2xAAA-DC2.8V 140mA average Charging Completed Green
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Charger Features D
e Equipped with 4 individual charging channels (Refer to Fig 1)

e Charging 2 pcs / 4pcs / 6 pes / 8pes AA or AAA NiMH rechargeable batteries each time of charging

e Powered by smartphone charger, any standard USB adaptor or computer (USB power adaptor is not included)
e Auto power cut-off

Read the instruction manual thoroughly before use.
Keep the manual for future reference.

Charging Instructions

1. Insert 2pcs or 4pcs or Bpcs or 8pcs GP NiMH Batteries into GP ReCyko* USB charger according to the battery polarity.

2. Before connect to charging, select the suitable side switch position (Hi / Lo). (Refer to Fig 2)

3. Each charging channels must insert 2pcs of AA or 2pcs of AAA GP NiMH Batteries. Do not mixing different battery size
and capacity in same channel for charging. (Refer to Fig 3)

4. Connect the end of input port to any device adaptor and power source. LED indicator lights on when charging starts. For
best results recharge with GP ReCyko* batteries.

* Regarding the capacity of power supply by the computer, read its instruction manual to avoid potential damage to computer. Connection
to other USB ports of computer by various devices concurrently may not be recommended during battery charging as the required power
supply from computer may exceed its capacity. Charging time may vary when standby mode of the computer is on during charging. In
case of abnormalities, disconnect the charger from the computer.

5. When charging completes, LED indicator remains light on. Disconnect GP ReCyko* USB charger from the port and press
to release batteries. (Refer to Fig 4)

6. Charging time may vary based on different battery capacities. (Refer to Fig 5)

7. Performance may vary by different type of power source. For best results, use GP USB power adaptor.

For best performance and optimal safety, charge
GP NiMH batteries with GP ReCyko* USB charger

Importance

1. Itis normal for batteries to become hot during charging and they will gradually cool down to room temperature after fully
charged.

2. Remove batteries from the electrical device if the device is not going to be used for a long time.

3. Battery storage temperature: -20 ~ 60°C
Charger operation temperature: 0 ~ 33°C

Caution

To reduce the risk of injury, it is recommended that GP Ni-MH rechargeable batteries are used.

Do not use non-rechargeable batteries.

Do not use the charger in humid conditions.

Do not use the charger if it has a damaged plug.

Do not use the charger after it has been dropped or damaged.

Do not open/disassemble the charger.

Unplug the charger before maintenance or cleaning.

Do not use the charger in direct sunlight.

This appliance can be used by children aged from 8 years and above and persons with reduced physical, sensory or
mental capabilities or lack of experience and knowledge if they have been given supervision or instruction concerning use
of the appliance in a safe way and understand the hazards involved.

10. Children should not play with the appliance.

11. Cleaning and user maintenance should not be made by children without supervision.

For charging conventional GP NiMH rechargeable batteries

For brand new batteries, 2 to 3 times of charging and usage cycles are required to optimize the batteries’ performance.

For charging new generation NiMH rechargeable batteries (GP ReCyko* batteries)

1. GP ReCyko* batteries are pre-charged. No need to recharge prior to first use. Please recharge if the batteries cannot
power up your devices.

2. GP ReCyko* batteries come with good capacity retention. Remove the batteries and unplug the charger once the
charging is completed. Do not leave batteries in the charger for extended periods. Always unplug the charger when it is
not in use.
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This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) this device may not cause harmful
interference, and (2) this device must accept any interference received, including interference that may cause undersired operation.

Do not dispose of electrical appliances as unsorted municipal waste, use separate collection facilities. Contact your local government
for information regarding the collection systems available. If electrical appliances are disposed of in landfills or dumps, hazardous
I substances can leak into the groundwater and get into the food chain, damaging your health and well-being.



Cechy tadowarki gD

e 4 niezalezne kanaty tadowania (zob. rysunek 1)

®  Mozliwoéc¢ tadowania 2 /4 /6 /8 akumulatoréw AA lub AAA NiMH

e Zasilanie za pomoca tadowarki do smartfonu, dowolnego standardowego adaptera USB lub z komputera (adapter USB
nie jest dostarczany z fadowarka)

e Automatyczne odciecie zasilania

Przed rozpoczeciem uzytkowania nalezy zapoznac sie z instrukcja obstugi
Instrukcje obstugi nalezy zachowac do wykorzystania w przysztosci

tadowanie

1. Wiozy¢ 2, 4, 6 lub 8 akumulatoréow GP NiMH do tadowarki GP ReCykot USB, zwracajac uwage na biegunowos¢
akumulatoréw.

2. Przed podtaczeniem zasilania fadowarki przestawic¢ przetacznik z boku tadowarki w odpowiednie potozenie (Hi (fadowanie
szybkie) / Lo (fadowanie wolne). (Zob. rys. 2)

3. W kazdym z kanatéw tadowania nalezy umiesci¢ 2 akumulatory AA lub AAA NiMH produkowane przez firme GP. W jednym
kanale tadowania mozna umieszczac¢ wylacznie akumulatory o takich samych rozmiarach i takich samych pojemnosciach
(zob. rys. 3).

4. Podfaczy¢ koncdwke przewodu zasilajacego do adaptera i zrddta zasilania. Rozpoczecie tadowania sygnalizowane jest
zaswieceniem sie diody LED. W celu osiggniecia najlepszych rezultatéw nalezy tfadowac¢ wytacznie akumulatory GP ReCykot.
* Zasilacz komputera ma okreslong moc. Nalezy zapozna¢ sie z instrukcjg obstugi komputera, aby unikna¢ jego uszkodzenia. Podczas

fadowania akumulatoréw nie zaleca sie podtaczania dodatkowych urzadzen do innych portow USB komputera, poniewaz taczna moc
wymagana przez tadowarke i te urzadzenia moze przekroczy¢ mozliwosci zasilacza. Czas tadowania moze zmienic sie, jezeli komputer w
trakcie tadowania przejdzie w stan czuwania. W przypadku zauwazenia jakichkolwiek nieprawidtowosci odfaczy¢ tadowarke od komputera.

5. Po zakoriczeniu tadowania wskaznikowa dioda LED bedzie sie dalej $wieci¢. Odfaczy¢ tadowarke GP ReCyko* USB od portu

USB i nacisna¢ w celu wyjecia akumulatorow (zob. rys. 4).

Czas fadowania zalezy od pojemnosci akumulatoréw (zob. rys. 5).

7. Wydajnos¢ tadowarki zalezy od rodzaju zrédta zasilania. W celu uzyskania najlepszych rezultatéw nalezy stosowac adapter
USB dostarczany przez firme GP.

o

W celu uzyskania najlepszej wydajnosci i optymalnego bezpieczeristwa, akumulatory
NiMH firmy GP nalezy fadowac¢ przy pomocy tadowarki GP ReCyko* USB

Wazne

1. Nagrzewanie si¢ akumulatoréw podczas fadowania jest normalne. Akumulatory schtodza sie do temperatury otoczenia po
natadowaniu.

Jezeli urzadzenie elektryczne nie bedzie uzywane przez diuzszy czas, nalezy wyjac z niego akumulatory.

Akumulatory nalezy przechowywac w temperaturze od -20 do 60°C

tadowarke mozna uzywac w temperaturach od 0 do 33°C

Uwaga

Aby zmniejszy¢ ryzyko obrazen, zaleca sie stosowanie wylacznie akumulatoréw NiMH produkgii firmy GP.

Nie uzywac zwyktych baterii nieprzeznaczonych do fadowania.

Nie uzywac tadowarki w wilgotnym otoczeniu.

Nie uzywac tadowarki w przypadku uszkodzenia wtyczki.

Nie uzywac tadowarki, jezeli zostata upuszczona lub uszkodzona.

Nie otwiera¢ / rozmontowywac tadowarki.

Przed rozpoczeciem konserowania lub czyszczenia tadowarki odtgczyc ja od Zrodta zasilania.

Nie uzywac tadowarki w miejscu narazonym na bezposrednie dziatanie promieni stonecznych.

Urzadzenie moze by¢ uzytkowane przez dzieci w wieku powyzej 8 lat oraz osoby o ograniczonej sprawnosci fizycznej,
sensorycznej lub umystowej badz bez dostatecznej wiedzy oraz doswiadczenia, jesli znajduja sie pod nadzorem albo
zostaly przeszkolone w zakresie bezpiecznego uzywania urzadzenia i rozumieja zagrozenia zwiazane z uzytkowaniem
urzadzenia.

10. Dzieciom nie wolno bawic sie urzadzeniem.

11. Dzieciom nie wolno czysci¢ urzadzenia ani wykonywac prac konserwacyjnych bez nadzoru.

kadowanie konwencjonalnych akumulatoréw NiMH firmy GP

W przypadku nowych akumulatoréw nalezy wykonac 2 do 3 cykli fadowania i uzytkowania, aby uzyskac optymalng wydajnos¢
akumulatoréw.

tadowanie akumulatoréw NiMH nowej generacji (akumulatory GP ReCyko+)

1. Akumulatory GP ReCykot s3 wstepnie natadowane. Nie jest konieczne ich tadowanie przed pierwszym uzyciem. Nalezy je
natadowag, jezeli poziom natadowania nie wystarczy do zasilenia urzadzenia.

2. Akumulatory GP ReCyko* znakomicie zachowujg pojemnos¢. Po zakonczeniu tadowania nalezy wyja¢ akumulatory z
tadowarki i odtaczy¢ tadowarke od Zrodta zasilania. Nie zostawia¢ akumulatoréw w fadowarce przez diuzszy czas.
Nieuzywana tadowarke nalezy zawsze odtaczy¢ od zrédtfa zasilania.

2.
3.
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nie moze powodowac szkodliwych zaktocer, oraz (2) urzadzenie musi przyjmowac odbierane zakidcenia, w tym zaktdcenia wywotujace niepozadane

Urzadzenie spetnia wymagania czesci 15 przepisow FCC. Urzadzenie moze by¢ uzytkowane po spefnieniu nastepujacych warunkéw: (1) urzadzenie
ﬁ dziatanie.

Urzadzen elektrycznych nie wolno wyrzucac¢ razem ze zmieszanymi odpadami komunalnymi, ale nalezy je utylizowa¢ w ramach

N SYstemu selektywnego odbioru odpadéow. Wiecej informacii o dostepnych systemach odbioru odpaddw udzielaja organy lokalnych
wiadz samorzadowych. W przypadku wyrzucania urzadzen elektrycznych na wysypiska lub sktadowiska odpaddw istnieje ryzyko
przedostania sie niebezpiecznych substancji do wod gruntowych i do tarcucha pokarmowego oraz, w rezultacie, pogorszenia
Twojego stanu zdrowia i dobrostanu.



